
♦ Non−reusable part
�Precoated part

kg cm (ft−lb, N−m) Speedometer Drive Gear: Specified torque
Rear Companion Flange

Separater with Oil
Strainer

Oil Pump Body
185 (13, 18)

Driven Sprocket
Ball

Chain

Oil Pump
Drive Gear

1,200 (87, 118)

115 (8, 11)

380 (27, 37)

Snap Ring

Front Companion Flange

1,200 (87, 118)

115 (8, 11)

Extension Housing

Front Case

115 (8, 11)
Shaft

190 (14, 19)

115 (8, 11)
190 (14, 19)

Stopper
Spring

Ring Gear

Front Drive Shift
ForkSnap Ring

Front Retainer
Snap Ring

Snap Ring

380 (27, 37)

Low Gear Spline Piece

Snap Ring
Transfer Indicator Switch

Breather Oil Deflector

Upper Cover

Breather Hose Input Shaft Stopper
380 (27, 37)

Transfer L4 Position Switch185 (13, 18)
Planetary Gear

Front Drive Fork Shaft

Rear Output Shaft
Assembly

Needle Roller Bearing

Race Input Shaft

Pin
Rear Case

Thrust Bearing

Slotted Spring
Pin

High and Low Fork

Speedometer Driven Gear

High and Low
Shift Fork

Slotted Spring Pin

Stopper

Thrust Bearing

Race

Shift Gear Head

COMPONENTS

TF0660

−TRANSFER (A340F) Components
TF−3


