
AT4922

AT1477

AT4921
♦ Non−reusable part

: Specified torquekg−cm (ft−lb, N−m)

Lower Valve BodyManual Valve

♦ No.2 Gasket

100 (7, 10)

70 (61 in.−lb, 6.9)

No. 4
Solenoid

70 (61 in.−lb, 6.9) Detent Spring
♦ O−Ring

Oil Strainer

♦ No.1 Gasket

Plate

♦ No.2 Gasket

(w/ A.D.D.)
Transfer Pressure
Switch

Check Ball

Upper Valve Body70 (61 in.−lb, 6.9)

Center Valve Body

Plate
♦ No.1 Gasket

COMPONENTS

Transfer Valve Body

(Disassembly of Transfer Valve Body)

1. REMOVE NO. 4 SOLENOID
(a) Remove the bolt and No. 4 solenoid.

(b) Remove the O−ring from the solenoid.

2. (w/ A.D.D.)
REMOVE TRANSFER PRESSURE SWITCH

3. REMOVE MANUAL VALVE
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AT4923

AT1500

AT1479

AT1502

AT1478

4. REMOVE DETENT SPRING

5. REMOVE EIGHT BOLTS FROM UPPER VALVE BODY

6. TURN ASSEMBLY OVER AND REMOVE TEN BOLTS
FROM LOWER AND CENTER VALVE BODIES

7. LIFT OFF LOWER VALVE BODY
(a) Remove the lower valve body.

(b) Remove the plate and two gaskets.

8. LIFT OFF CENTER VALVE BODY
(a) Remove the center valve body.

(b) Remove the plate and two gaskets.
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